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This journal is ª The Royal Society of Chemistry 20111. Introduction
The ability to control matter at all length scales, for various
applications, has been mankind’s relentless goal. The delicate
nature of objects involved in lab-on-a-chip devices and micro-
fluidic platforms typically necessitate non-invasive manipulation
of matter. Progress in microfluidics and lab-on-a-chip devices in
the last few decades saw a concurrent, vigorous activity in the
field of non-invasive manipulation of matter and several schemes
of manipulation at the micro- and nano-scale have emerged.
Today tools exist which employ either light waves,1,2 electric
fields,3 magnetic fields,4 or acoustic waves5 for the non-invasiveStuart J: Williams
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View Onlinemanipulation of matter at this scale. For example, electric fields
generated from patterned electrodes have been employed to
move various objects from millimetre-sized aqueous droplets6 to
nanometre-sized beads.3
Innovations in the last decade have resulted in the creation of
a new class of non-invasive manipulation techniques—hybrid
opto-electric tools. As the name suggests, these techniques
employ simultaneous light waves and electric fields to achieve
fluid or particle manipulation at the micro- and nano-scale.
Unlike, optical tweezing,7 hybrid tools do not rely on optical
pressure for non-invasive manipulation. Instead, these tech-
niques use light to activate and control electrokinetic manipu-
lation mechanisms. The simultaneous presence of light and
electric fields, and their non-linear interaction can result in the
appearance of physical phenomena unique to opto-electric
systems compared to traditional electrokinetic systems. The use
of light also bestows on these techniques a dynamic nature andHan-Sheng Chuang
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2136 | Lab Chip, 2011, 11, 2135–2148a higher degree of freedom. This freedom enables reconfigurable
and programmable lab-on-a-chip devices driven through illu-
mination displays such as a LCD screen or simply with a laser
pointer. A variety of optically induced electrokinetic techniques
spanning a range of length scales have emerged.
A structured discussion on the diverse opto-electric techniques
is facilitated by a classification based on the operational length
scale (l) of the technique. Attempting such a classification, one
finds that the operational length scales can be divided into two
broad groups. One class comprises of techniques that manipulate
liquid-suspended particulates whose dimensions range from
nanometres to micrometres i.e. l z 109 to 106 m. Techniques
such as optoelectronic tweezers8 (OET) and rapid electrokinetic
patterning9 (REP) would belong to this class. Another class
consists of techniques dealing with object dimensions in the
millimetre scale i.e. l z 104 to 103 m. Optoelectrowetting10
(OEW) and its derivatives such as open optoelectrowetting
(O-OEW11) and single-sided continuous optoelectrowetting
(SCOEW12) comprise this class of hybrid techniques. Unlike
REP or OET, OEW and its derivatives deal with the controlled
actuation of droplets. Multi-scale manipulation using a combi-
nation of different techniques is also possible and will be
discussed here. Fig. 1 depicts a chart of the different hybrid opto-
electric techniques that have emerged over the past decade.
Such hybrid techniques are engendering new applications in
lab-on-a-chip systems, and are enabling novel approaches to the
investigation and application of fundamental electrokinetic
phenomena. Given the recent emergence of these techniques, this
article will discuss the various technologies that have been
proposed in the last decade under the unified umbrella of hybrid
opto-electric techniques. We start with a discussion of tech-
niques, whose typical operational length scales lie between l z
109 and 106 m, subsequently we will discuss techniques with lz
104 to 103 m. We will conclude by discussing current challenges
and opportunities for continued research in hybrid techniques.Steven T: Wereley
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Fig. 1 A chart classifying newly developed opto-electric techniques. The text below the boxes indicates the year in which the technique was first reported
in the literature.
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View Online2. Hybrid techniques with l z 109 to 106 m
There are primarily three techniques that fall within this category
viz., opto-electrohydrodynamic assembly (OEA), OET and REP.
Not only are the original implementations of these three tech-
niques very different, the underlying physical principles and the
abilities are also distinct. Table 1 provides a quick overview of
these techniques before we proceed on an individual discussion
of each.Fig. 2 (a) The figure shows the assembly of PS beads on ITO surface
using optical motifs, as outlined in Hayward et al.13 Reprinted with
permission from Macmillan Publishers Ltd: Nature, Hayward et al.,13
copyright 2000. (b) Non-uniform currents drive flow, which in turn can
entrain particles leading to an aggregation. Reprinted with permission
from Ristenpart et al.33 Copyright 2008 American Chemical Society.2.1 Opto-electrohydrodynamic assembly
One of the first innovations in the field of hybrid opto-electric
techniques was led by Hayward et al.13 in 2000. They used optical
patterns shone on an electrode surface to assemble suspended
particles into optically tunable crystals. The electrokinetic setup
consisted of a parallel plate configuration with a brass cathode
and an indium tin oxide (ITO) thin film as the anode. Ultra-violet
(UV) light was first passed through a pre-fabricated mask and the
resulting pattern was illuminated on the ITO film. The micro-
channel was filled with a dilute aqueous solution of polystyrene
(PS) beads. Hayward et al.13 observed that over time, the PS
beads aggregated on the ITO surface, under the influence of an
applied DC field, and the aggregation resulted in dense packed
assembles in patterns similar to the pattern of UV irradiation
(Fig. 2a). Hayward et al.’s13 process of assembling such optically
tunable crystals took several hours and the researchers proposedTable 1 Table listing the predominant hybrid techniques with lz 109 to 1
Technique Original setup
OEA Parallel plate, UV light source with static mask (ref. 13)
OET Use of a-Si, DMD with near-red light emitting diode laser (ref.
REP Parallel plate, use of 1064 nm holographic light source (ref. 9)
This journal is ª The Royal Society of Chemistry 2011that the illuminated regions on the ITO surface had a higher
current density than the dark regions. Following the pioneering
work of Hayward et al.,13 Gong and Marr14 demonstrated rapid
crystal formation by the use of AC signal biased ITO electrodes
and laser (532 nm) scanned patterns. Just as in the case of
Hayward et al.13 the assembled crystals resembled the shape of
the laser scans. Gong and Marr14 showed the existence of poly-
crystallinity in the assembled structures, and that not only can
nucleation be directed with control over crystal annealing and
melting.
The basis of the reported colloidal aggregation under the
influence of UV light is not fully understood, but it is believed to
be related to planar particle aggregation on electrode surfaces06 m
Distinguishing feature
Notable deviations
from initial setup
Use of non-uniform currents Ref. 14
8) Use of virtual electrodes Ref. 40–42
Use of optically driven electrothermal flows Ref. 72 and 92
Lab Chip, 2011, 11, 2135–2148 | 2137
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View Onlinedue to the action of both DC and AC fields.15–18 The latter
phenomena first reported by Richetti et al.,16 were modeled by
Trau et al.17,18 as a perturbation of the local electric field by
particles and the subsequent action of the same perturbations on
the electrode polarization layer. This model proposed by Trau
et al.18 is actually an instance of induced-charge electro-osmosis
(ICEO) flows.19–21 Later, Ristenpart et al.22 provided scaling laws
for such flows with AC frequency (1/u) and AC field strength
(|E|2). However, the inverse dependence on AC frequency leads
to unrealistic predictions in the limit of low AC frequencies (u/
0+). For steady or DC fields, Solomentsev et al.23,24 proposed
alternate mechanisms based on electro-osmotic slip flows (EOFs)
on the particles’ surface with no polarization change. Each model
has its own drawbacks and a possibility is that a combination of
models can satisfactorily explain the diversity of observed
phenomena. In fact a recent investigation by Ristenpart et al.25
has indicated that both Trau et al.’s18 and Solomentsev et al.’s23,24
model need to be invoked in order to explain aggregation in
steady fields. A complete review of aggregation on electrodes and
effects of various inhomogeneities is outside the scope of this
review, but we would like to note that several researchers have
reported significant findings and readers might wish to refer to
the some of the following reports.26–35 Hayward et al.’s13 use of
optical motifs is believed to induce higher ionic current densities
in regions adjacent to the illumination prompting flows of the
above described nature, which in turn entrains the particles and
ultimately leads to an aggregation resembling the optical
motif13,33 (Fig. 2b).2.2 Optoelectronic tweezers
Illustrated in the previous section, Hayward et al.13 laid the
foundations of electric field perturbations by local increase of
conductivity of a substrate. Chiou et al.8,36 explored materials
whose photoconductivity lay in a different regime. By the use of
a highly efficient photoconductive material deposited on a planar
surface along with a programmable illumination system, Chiou
et al.8,36 demonstrated that illuminated areas generate ‘virtual’
electrodes, which are dynamically reconfigurable to electro-
kinetically manipulate particles and fluid. This tool called opto-
electronic tweezers (OET) made possible the use of standard
electrokinetic techniques without the use of patterned electrodes.
The operation of OETs was demonstrated by Chiou et al.8 and
is illustrated in Fig. 3. This device consisted of unpatterned
parallel ITO electrodes with one of them being coated with
hydrogenated amorphous silicon (a-Si:H) serving as the photo-
conductive material. Amorphous silicon is a widely used material
in the solar cell industry; when light illuminates a-Si:H its elec-
trical conductivity increases several orders of magnitude,
depending on the illumination intensity.37 The increased
conductivity will lead to a localized increase in field strength at
the substrate surface, enabling dynamic virtual electrode
configurations. OET can be activated with a white light source,
although a-Si:H absorption is most efficient from red to near-
infrared wavelengths.38
The types of illumination sources and its delivery to the
photoconductive surfaces vary. A static illumination pattern can
be simply applied by the use of a single laser spot39 or a photo-
mask.13 However, OET systems are characterized by their ability2138 | Lab Chip, 2011, 11, 2135–2148to dynamically reconfigure light patterns. These dynamic systems
are driven by a digital micromirror device (DMD),8,39 liquid
crystal display (LCD),40,41 or a beam projector.42 These systems
require the integration of optical components to focus the
illumination on a microscope stage and provide a resolution of
1–20 mm. However, an LCD-based system without integrated
optics has been demonstrated that grants more portability at the
cost of increased electrode resolution (200 mm).40 Regardless of
the illumination scheme, OET illumination intensity is over
100 000 times less than traditional optical tweezing systems and
has a much larger working area.8
The electrode configuration for a traditional OET device is
similar to of Fig. 3, which illustrates a closed system with the
photoconductive material on one side with particle manipulation
occurring on the photoconductive substrate surface. However,
a three-dimensional manipulation scheme has been demon-
strated with photoconductive materials on both the top and
bottom electrodes.43 Single-sided OET devices have also been
developed with a single ITO substrate patterned with interdigi-
tated electrodes and coated with a-Si:H.44 The limitation of using
a simple a-Si:H film is the restriction of particle manipulation in
low conductivity (<100 mS m1) solutions; biological media like
phosphate-buffered saline (PBS) and Dulbecco’s Modified Eagle
Medium (DMEM) have conductivities from 1 to 2 S m1.45 To
overcome this issue, phototransistors were incorporated with an
OET system and the system demonstrated particle manipulation
with high conductivity media (>1 S m1).46,47 This capability,
though, comes with the added expense of fabricating complex
structures instead of the traditional a-Si:H film.
OETs can generate a variety of electrokinetic particle and
hydrodynamic forces.48 Dielectrophoresis (DEP) is the most
widely used electrokinetic mechanism in OETs. DEP refers to the
translation of polarizable neutral particles in the presence of
a non-uniform electric field, typically an AC field.3 The magni-
tude and direction of the DEP force are proportional to the
volume of the particle, the signal voltage and frequency, and the
gradient of the applied field; it’s also a function of the dielectric
properties (permittivity, conductivity) of the fluid and particle.
DEP forces are categorized as positive, being attracted to field
gradients, or negative, being repelled from these regions. With
regards to OETs, particles are attracted to illuminated regions
under positive DEP but are repelled from them with negative
DEP. Fig. 4a and b provide examples of particle trapping using
both types of DEP forces.
When a particle is polarized the two oppositely charged poles
are aligned in the direction of the electric field. If a non-spherical
particle undergoes polarization, the poles will tend to concen-
trate at the ends of the long axis of the particle. This will induce
a torque force on the particle to orient its long axis with the
direction of the electric field. This phenomenon is called electro-
orientation and can be used to extract dielectric properties from
the particle.4 OET devices have applied this technique to align
nanowires49 and bacteria.50 Particle’s charged poles will also
interact with neighboring particles. Similarly charged particles
will form ‘chains’ and align in the direction of the electric field.
However, if adjacent particles are perpendicular to the direction
of the electric field they are repelled from each other. These
particle–particle interactions have also been observed in an OET
device.51This journal is ª The Royal Society of Chemistry 2011
Fig. 3 Illustration of a typical OET platform characterized by a photoconductive film (a-Si:H) and a projection of dynamic light patters, in this case
from a DMD. Reprinted with permission from Macmillan Publishers Ltd: Nature, Chiou et al.,8 copyright 2005.
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View OnlineOETs can also induce two electrohydrodynamic mechanisms,
AC electroosmosis (ACEO) and electrothermal (ETH) motion.
ACEO is induced when the tangential component of the electric
field moves ions within the substrate’s electric double layer,
generating a slip velocity.52 This frequency-dependent behavior is
dominant at low frequencies (<10 kHz) and at large Debye
lengths (i.e. low conductivity media). ACEO is particularly useful
in the trapping of sub-micrometre particles where Brownian
motion overcomes DEP forces. In OETs, the illuminated area
can generate ACEO flows, carrying suspended particles towards
these regions. Such flows have captured particles ranging from
50 nm to 2 mm.39 Selective and rapid concentration of 1 mm and
6 mm polystyrene particles was demonstrated utilizing simulta-
neously applied ACEO and DEP.53 ETH hydrodynamics occur
when the applied electric field acts upon fluid dielectric inho-
mogeneities resulting from non-uniform temperature fields.9
Such temperature gradients can be generated through Joule
heating or with applied external illumination.54 The photocon-
ductive material in OETs absorb the applied illumination
resulting in ETH flows, but such flows generally overcome otherThis journal is ª The Royal Society of Chemistry 2011electrokinetic forces only at illuminations greater than for typical
OET use.48 Jamshidi, et al.55 demonstrated aggregation of 90 nm
diameter gold nanoparticles with OET-induced ETH flows.
Fig. 4c provides an example of particle manipulation using
ACEO and ETH electrohydrodynamics driven by OETs.
OETs in its various forms has used electrokinetic mecha-
nisms for trapping, patterning, and sorting a variety of parti-
cles. Manipulated non-biological particles outside of traditional
polystyrene/silica beads include quantum dots,39 silver nano-
rods,49 gold nanoparticles,55 and carbon nanotubes.56 Biological
sorting demonstrations with OET include motile and non-
motile sperm,57 erythrocytes and leukocytes,58 live and dead
human B cells,8 and normal and abnormal oocytes.59 Addi-
tional biological entities that have been manipulated with OET
include HeLa cells,60 E. coli,61 yeast,42 protozoa,39 DNA,62 and
HepG2 cells.63 To reduce non-specific adhesion an operational
OET device coated with poly (ethylene glycol) was demon-
strated.64 For an expanded discussion on the applications of
OET, readers are referred to a recent review article by Hwang
and Park.65Lab Chip, 2011, 11, 2135–2148 | 2139
Fig. 4 (a) Positive DEP trapping of E. coli with OETs is demonstrated when they are attracted to an illuminated 17 mm spot-size. From Chiou et al.61
Reproduced with permission of IEEE,ª2004 IEEE. (b) 45 mm particles are aggregated in dark regions of the dynamic illuminated pattern with negative
DEP. From Choi et al.40 Reproduced with kind permission of Springer Science + Business Media. (c) Trapping of 90 nm gold nanoparticles with
a combination of ACEO and ETH hydrodynamics. Reprinted with permission from Jamshidi et al.55 Copyright 2009 American Chemical Society.
Fig. 5 An example of the REP manipulation technique. An intense laser
hologram is shone on an ITO surface and the 690 nm red fluorescent PS
beads take the shape of the hologram. Williams et al.9 Reproduced by
permission of The Royal Society of Chemistry.
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View Online2.3 Rapid electrokinetic patterning
Rapid electrokinetic patterning (REP) is a more recent hybrid
opto-electric technique introduced by Williams et al.9 in 2008 as
a real time dynamic particle manipulation technique. The orig-
inal chip configuration utilized by Williams et al.9 consisted of
ITO coated parallel electrodes biased with an AC signal (Fig. 5).
Williams et al.9 showed that in a low frequency regime (<200
kHz), micrometre dimension particles could be trapped and
dynamically configured into various shapes on the electrode
surface by using various optical landscapes produced from
a laser operating at a wavelength of 1064 nm. REP is a versatile
technique and particles as diverse as gold particles (200, 250 nm)
(unpublished data), silica particles,66 and polystyrene particles
(50 nm (ref. 67) to 3 mm) have been successfully aggregated. A
video demonstrating REP and highlighting its features is
available.68,692140 | Lab Chip, 2011, 11, 2135–2148 This journal is ª The Royal Society of Chemistry 2011
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View OnlineNo single electrokinetic mechanism drives REP-based particle
aggregation and research has shown that it is actually brought
about by the concerted action of a variety of electrokinetic
forces. An understanding of the REP process can be facilitated
by seeking answers to these distinct questions: (i) What causes
rapid particle transport to illuminated regions on the electrode
surface? (ii) What keeps the particles on the electrode surface?
(iii) What is the structure of the aggregated particles? While these
questions are interrelated, the following will approach these
questions individually. First to be addressed will be the driving
forces for particle transport to the illuminated regions. Kumar
et al.70 demonstrated that a highly focused 1064 nm laser beam
shone on an ITO surface can cause highly localized temperature
gradients by the heating of the substrate (Fig. 6a). For a laser
power of 20 mW the absolute temperature change itself was not
very significant (5 K), but this change occurred at the length
scale of microns, resulting in very high temperature gradients
(105 Km1). Such high temperature gradients in the presence of
electric fields can generate ETH body forces3,54,71 and thus result
in dominant ETH flows. In another work, Kumar et al.72
demonstrated that a three-dimensional electrothermal micro-
vortex (EMV) formed within an REP device, which has a ‘sink-
type’ behavior near the electrode surface. Using two-dimensional
micron resolution particle image velocimetry (mPIV) they showed
that the strength of the microvortex varies as the square of the
electric field strength, |E|2, consistent with electrothermal
hydrodynamic theory. Later, Kumar et al.73 used a novel three-
dimensional wavefront deformation particle tracking velocim-
etry (PTV) developed at Universit€at der Bundeswehr M€unchen74
to obtain a three-dimensional velocity map of the EMV (Fig. 6b).
They also showed good agreement between experimental data
and numerical simulations, which were based on ETH body force
calculations. Williams et al.9 conjectured that the EMV trans-
ports particles from bulk to the electrode surface, where they are
‘captured’. Williams et al.66 characterized colloidal accumulation
in REP as a function of time and the imposed electric field, and
found that the rate of colloidal accumulation varied as the square
of the electric field strength, in agreement with the hypothesis.
They went on to show that a 532 nm laser can be used in
conjunction with a gold electrode to produce particleFig. 6 (a) The 1064 nm laser causes intense temperature gradients on the ITO
American Chemical Society. (b) The EMV as visualized using wavefront defor
surface. From Kumar et al.73 Reproduced with kind permission from Spring
This journal is ª The Royal Society of Chemistry 2011aggregations, similar to those demonstrated with an ITO elec-
trode using 1064 nm laser beam. This feature is significant as it
allows REP to be replicated at different optical wavelengths,
provided that the proper combination of electrode-laser wave-
length is chosen to generate the necessary optically induced
temperature gradients.
Once transported to the illuminated site(s), particle–electrode
interaction forces allow the particles to be ‘trapped’. As the drag
from the toroidal EMV would tend to ‘pluck’ the transported
particles away from the electrodes, the particle–electrode inter-
action forces are attractive in the REP regime, but are a function
of frequency, medium conductivity and possibly even the elec-
trolytic species, but are expected to be independent of illumina-
tion. Fagan et al.’s75–77work comprises the very select studies that
have concentrated their efforts on localized particle–electrode
forces. By measuring the temporal variations in a particle’s
height above an electrode (h), using total internal reflection
microscopy, they concluded that the observed oscillations in h
could only be explained through the superposition of different
mechanisms. Most significantly they concluded that the electro-
hydrodynamic flows produce a vertical force component on the
particle for frequencies above 500 Hz. Apart from forces exerted
by the fluid, other mechanisms can also contribute to these
vertical forces on the colloidal particles. Image charges can play
a role in the particle–electrode interaction.78,79 It has also been
shown that bringing two electrical double layers (EDLs) in close
proximity can create attractive or repulsive forces.80–82 This
explains the second question, though a complete characterization
of the particle–electrode interaction forces remains elusive.
However, one can conceive the use of the EMV vortex itself to
measure these net attractive forces.
The structure of particle aggregations in a REP cluster has not
been extensively investigated. Typically, larger particles (>1 mm)
tend to form a monolayer, smaller particles (<300 nm) tend to
exhibit a multi-layer characteristic.67 It is possible that oscillatory
behavior of particles near the electrode75–77 has an influence on
the aggregation structure.
In its very short span of development, the REP technique has
shown to lend itself to a variety of different applications. Kumar
et al.70 proposed a new force spectroscopy technique based on thesurface. Reprinted with permission from Kumar et al.70 Copyright 2010
mation PTV. The EMV transports analytes from the bulk to the electrode
er Science + Business Media.
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View OnlineREP technique. They used REP to capture an aggregation of
1 mm particles, and subsequently deactivated the laser. In the
absence of the laser heating, the electrothermal flow ceases,
allowing the particle–cluster to ‘explode’ due to inter-particle
repulsive forces (Fig. 7). Using Delaunay triangulation, Kumar
et al.70 defined an ensemble-averaged inter-particle distance,
whose time rate of increase provides a measure of the average
inter-particle repulsive force. Repeating the procedure for
various AC frequencies and voltages, Kumar et al.70 found an
anomalous decrease in the dipole-moment of the particles. This
anomalous behavior was accounted for on the basis of an addi-
tional dipole moment contribution from a non-equilibrium
EDL.83–86 This phenomenon arises from the polarization of the
EDL, around a particle, in the presence of an electric field.79,85–88
Kumar et al.70 concluded that the dipole moment of the particle
in the REP regime is given the combination of the Maxwell–
Wagner interfacial polarization3 and non-equilibrium EDL
polarization.
An application of REP for sorting of colloids was demon-
strated by Williams et al.66 Williams et al.66 were able to sort PS
beads of sizes 0.5, 1 and 2 mm by varying the AC frequency
between 38 and 106 kHz (Fig. 8). Williams et al.66 also demon-
strated sorting between 1 mm PS and 1 mm silica beads by varyingFig. 7 Force spectroscopy based on REP. (a) A REP aggregation. (b)
The aggregation ‘explodes’ when the laser is deactivated. (c) The time
derivative of the ensemble averaged inter-particle distance provides
a measure of the inter-particle force. Reprinted with permission from
Kumar et al.70 Copyright 2010 American Chemical Society.
2142 | Lab Chip, 2011, 11, 2135–2148the applied frequency. The physical basis for such sorting has
been explained in terms of a critical AC frequency phenomenon.
The critical AC frequency is the maximum AC frequency at
which particles can be trapped. Kumar et al.70 used four different
particle types and found that the critical AC frequency behaves
as square of the particle radius (a2) for a given particle type.
Such a behavior is expected from non-equilibrium double-layer
polarization theory.85,86,89 The sorting effect demonstrated by
Williams et al.66 is the first sorting of colloids based on frequency
dependent EDL polarization.
Apart from these applications REP has been extended to
manipulate live bacteria,90 non-spherical particles91 and even
nano-rods (unpublished data).
2.4 Summary
OEA, OET and REP appear distinct from each other both in
original implementation and in their underlying principles.
Hayward et al.’s13 setup seems to harness non-uniformities in
current or charge distribution, whereas OET can create
pronounced non-uniform electric fields mimicking traditional
fabrication based electrokinetics. REP, in the setup employed by
Williams et al.,9 utilizes dominant ETH flows unlike the other
techniques. However, these distinctions are hardly absolute;
the techniques share some common operational principles. All
these techniques use optics to induce gradient formation and
both ITO and a-Si are photo-conductive, albeit to varying
degrees. From an electrokinetics standpoint also there can be
similarities. For example, REP in different renditions already
utilizes DEP72 and/or ACEO92 to aid particle collection. Further
research can only be expected to blur the lines between these
schemes.
3. Hybrid techniques with l z 104 to 103 m
The previous section mainly deals with micron- and sub-micron
sized objects. There exists another class of manipulation tech-
niques dealing with droplets and the target length scales in this
case range from 104 to 103 m. Until now, OEW, FEOET, and
some OEW derivatives are the major hybrid opto-electric tech-
niques used for droplet handling. Their operating mechanisms,
configurations, and performances will be discussed in the
following content. Information regarding these techniques is also
summarized in Table 2.
3.1 Optoelectrowetting (OEW)
Electrowetting (EW) is a technique well known for aqueous
droplet manipulation by electrically driven surface tension and is
a cornerstone in the field of digital microfluidics. The phenom-
enon was first explained by Gabriel Lippmann in 1875.93
According to his model, the contact angle of a drop of electrolyte
on an electrode can be reduced by applying an electric potential
across the electrolyte. The contact angle represents an equilib-
rium state of the surface tensions between the liquid, solid and
gas phases. The external energy triggers the redistribution of the
surface charges in both solid and liquid phases, which eventually
reshapes the appearance of the aqueous droplet. Later,
researchers6,93,94 came up with a modification, dubbed electro-
wetting on dielectric (EWOD), by adding a dielectric layer (e.g.,This journal is ª The Royal Society of Chemistry 2011
Fig. 8 Sorting with REP. 2.0 mm, 1.0 mm, and 0.5 mm polystyrene particles were all initially captured at 38 kHz. 2.0 mm particles were carried away at 80
kHz. Only 0.5 mm particles remained at 106 kHz. The maximum trapping frequency for particles tested. The fit is a second order polynomial, which is
consistent with theory. Williams et al.66 Reproduced with permission from IOP publishing.
Table 2 Table listing the predominant hybrid techniques with lz 104 to 103 m
Technique Configuration Distinguishing features Operating principle
OEW Close chip, featureless electrodes,
and use of photoconductor
Dynamic manipulation with virtual
electrodes
Electrowetting in an AC electric field
O-OEW Open chip, interdigitated electrodes,
and use of photoconductor
Dynamic manipulation with virtual
electrodes, and extensibility
Electrowetting in an AC electric field
SCOEW Open chip, two separate electrodes,
and use of photoconductor
Dynamic manipulation with virtual
electrodes, and ability to split
droplets
Electrowetting in a DC electric field
FEOET Open chip, two separate electrodes,
and use of photoconductor
Dynamic manipulation with virtual
electrodes
DEP in a DC electric field
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View OnlineSiO2) between the droplet and electrode to prevent electrolysis,
and a hydrophobic coating (e.g., Teflon) on the top of the
dielectric layer to lower hysteresis and increase contact angle. A
hydrophobic coating is used to provide a restoring force to the
droplet when the external potential is removed. The Lippmann–
Young equation is commonly used to show the relationship
between the contact angle and applied potential:
cos qV ¼ cos q0 þ 1
2
303r
dglg
V 2 (1)
where qV and q0 are the contact angles, respectively, with and
without potential, glg is the gas/liquid surface tensions, 30 is theThis journal is ª The Royal Society of Chemistry 2011permittivity of vacuum, 3r is the effective dielectric constant of
the dielectric layer, d is the thickness of the dielectric layer, and V
is the applied potential. Although EWOD has exhibited prom-
ising performance and proven itself a powerful tool for many
applications,95–99 it still suffers from lack of flexibility, poor
translational resolution, and incapability of simultaneously
handling multiple droplets.
Optoelectrowetting (OEW) was first proposed by Chiou
et al.10,100,101 to solve the deficiencies in the conventional elec-
trowetting and enhance maneuverability. Lee et al.102 later
reported an OEW device integrating with a T-junction micro-
channel, to generate droplets and manipulate them in a row.Lab Chip, 2011, 11, 2135–2148 | 2143
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View OnlineThe OEW configuration is based on EWOD scheme, with an
additional photoconductive layer (Fig. 9a). A photoconductor
intrinsically possesses low electrical conductivity, but when it is
illuminated by a wavelength matching its energy gap, this
conductivity increases substantially. In OEW, theFig. 9 Schematic of optoelectric droplet manipulation. (a) OEW, (b) O-
OEW. Except for the configuration, the mechanism of this technique is
inherently the same as OEW. Reprinted with permission from Chuang
et al.11 Copyright 2008, American Institute of Physics. (c) SCOEW.
Unlike the other optoelectric counterparts, droplets on the device are
driven by dark regions. Reprinted with permission from Park et al.12
Copyright 2010, Royal Society of Chemistry. (d) FEOET. Reprinted with
permission from Park et al.103 Copyright 2008, American Institute of
Physics.
2144 | Lab Chip, 2011, 11, 2135–2148photoconductive layer is deployed between the insulator and
electrode (ITO glass). When in the dark or in the absence of
correct illumination, there is no wetting effect because the
primary impedance drop occurs in the photoconductive layer.
However, when illuminated by an appropriate light source, the
major impedance drop switches to the insulating layer, causing
the electrowetting phenomenon. A good photoconductive ratio
(light-to-dark conductivity) relies on the relationship of the
impedances of the photoconductor and the insulator. Specifi-
cally, the impedance of the photoconductor must be higher in
the dark and lower in light than that of the insulator. Unlike
conventional EW, OEW can only work under an alternating
current (AC) regime due to the analogous RC circuit. Since an
electrode pattern is virtually defined by the light source,
programmable controls can be achieved with a featureless
electrode layer. The capability of generating ‘‘virtual elec-
trodes’’ imparts OEW the uniqueness of dynamic droplet
manipulation.
Later Chuang et al.11 devised an open optoelectrowetting
(O-OEW) technique by modifying the previous sandwiched
OEW platform with coplanar interdigitated electrodes (Fig.9b).
Droplet translational velocities, for a micro-litre droplet, as fast
as 3.6 mm s1 were measured. The equivalent circuit loops for
O-OEW occur under a liquid droplet, instead of passing
through the droplet as in a sandwiched device, thus removing
the top cover for free space. Despite the difference in the
structure, the driving mechanism appears to be the same as
OEW. The open configuration endows the device with not only
a higher degree of freedom, but also the flexibility of integra-
tion with additional devices. However, the electrode rear-
rangement lowers the efficiency. Recently Park et al.12
developed a unique droplet manipulation device, named single-
sided continuous optoelectrowetting (SCOEW) (Fig. 9c) based
on a different mechanism. A water droplet was immersed in oil
to reduce hysteresis and increase contact angle. Speeds up to
102 mm s1 on a 250 pL droplet were recorded. In their design,
a lateral electric field generated by a 1 kV direct current (DC)
bias was applied and the potential difference between the top
and the bottom of the hydrophobic layer (used as an insulator
as well) was used as the driving mechanism. The overall device
can be modeled as an equivalent circuit composed of resistors
and capacitors. Compared to O-OEW, the contact electrode
pads in SCOEW are placed far apart on the surface of pho-
toconductor and the manipulation area lies between them.
Contrary to the previous OEW counterparts, the wetting
surface is induced by a dark region. With equal illumination at
both edges of a droplet or no illumination, there is no move-
ment due to symmetric contact angle changes or no contact
angle changes, respectively. However, on application of
unequal illumination with a dark region inclined to one edge,
the droplet is attracted to the dark side (i.e., the wetting
surface) due to the asymmetry of the contact angles. A high-
light of this technique is the capability of splitting a droplet
utilizing liquid inertia (by a sudden application of a band of
white light). However, operationally, SCOEW seems limited by
the orientation of electric field. At least the current demon-
stration showed that droplets can only translate parallel to the
electric field. This limitation restricts the potential development
of the technique.This journal is ª The Royal Society of Chemistry 2011
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View Online3.2 Floating electrode optoelectronic tweezers (FEOET)
Similar to the concept of OET, floating electrode optoelectronic
tweezers (FEOET) explores another frequency regime for
aqueous droplet manipulation103,104 (Fig. 9d). Park
et al.103,104showed that a target object as large as a nano-litre
droplet in a two-phase environment, such as water in oil, can be
driven by a light-induced dipole moment. The electric field is
created by a DC bias on two far separated electrodes. Under the
electrodes is a layer of featureless photoconductor, while above
the electrodes is a layer of PDMS housing the two-phase system.
Based on the mechanism of DEP, the force can be affected by the
volume of target (Vp), Clausius–Mossotti factor (KCM), and
electric field (E) gradient:
FDEP ¼ 303mVp Re½KCMVjEj2 (2)
where 3m is the effective dielectric constant of the surrounding
medium. For a water-in-oil system, an aqueous droplet is more
polarizable than oil, hence yielding positive DEP. Shining a light
beam on the photoconductor creates a virtual electrode
decreasing the surrounding electric field strength. Consequently,
the droplet will be repelled from the illuminated spot when a light
beam approaches the edge of the droplet. In contrast to OEW
that usually works at lower electric potentials (<100 Vpp),
FEOET works at relatively high potentials (>100 Vdc) in order to
induce sufficient forces to move a droplet. A maximum speed of
418.6 mm s1, for a droplet 748 mm in diameter, with a light
intensity of 4.49 mW mm2 was reported. Although, FEOET
retains the advantages of the open configuration, from an
operational point-of-view it inherently exerts far less force per
unit than its electrowetting counterpart, OEW, which is driven
by surface tension.Fig. 10 (a) and (b) Two different multi-scale device configurations utilizing
Society of Chemistry. (c) An integrated optoelectric platform combining O-O
though, is still capable of actively translating aqueous droplets and concentra
2010 American Chemical Society.
This journal is ª The Royal Society of Chemistry 20113.3 Summary
Hybrid techniques for droplet movement have borrowed heavily
from existing EW schemes and the most important innovation
has been in terms of the introduction of a photo-conductive
layer. The concept of the ‘virtual’ electrodes provides a unifying
theme to these different techniques, although the operational
frequency domain, and hence the underlying physics, can be
significantly different. The different device configurations that
have been proposed allow these hybrid techniques to cater to
diverse lab-on-a chip systems.4. Multi-scale tools (l z 109 to 103 m)
The growth of digital microfluidic (i.e., droplet manipulation)
platforms and its applications in sensor development and other
areas are necessitating multi-scale manipulation strategies. This
simultaneous need for control of droplet movement and
manipulation of particulate phases inside droplets can be very
challenging. Though limited progress has been achieved in this
direction,92,105–107 hybrid tools with their higher degrees of
freedom offer significant opportunities in this direction. For
example Shah et al.107 demonstrated target separation and indi-
vidual manipulation of HeLa cell samples by using a combina-
tion of EWOD and OET (Fig. 10a and b). In another work,
taking advantage of O-OEW and integrating it with REP,
a hybrid opto-electric device developed by Kumar et al.92
successfully demonstrated the potential for multi-scale manipu-
lation (see Fig. 10c). In this integrated device, O-OEW is
responsible for macro-scale droplet translation while REP is
responsible for micro-scale particles handling. Overall an
aqueous droplet containing particles is steered to the desiredEWOD and OET. Shah et al.107 Reproduced by permission of the Royal
EW and REP. The platform, composed of no microfluidic components
ting particles. Reprinted with permission from Kumar et al.92 Copyright
Lab Chip, 2011, 11, 2135–2148 | 2145
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View Onlinework zone and then the inner particles are concentrated to
enhance the signal. While, the tool developed by Kumar et al.92
has been portrayed as simple conjunction of O-OEW and REP,
the underlying physical principles are significantly involved and
more research is required in this direction.
These hybrid multi-scale techniques, which feature the ability
to produce localized forces that can be scaled from millimetres to
nanometres can potentially allow the development of novel,
integrated sensing devices; preconcentrators that can collect and
transport analytes to nano-sensors; micro–nano energy har-
vesting devices and nano-patterning of biological molecules.
We felt the need to discuss multi-scale manipulation tools as
a separate section, as we believe that though in infancy, this has
the potential to become a distinct field in itself. Its infancy also
qualifies multi-scale tools to be listed in the section below.5. Opportunities and challenges
History teaches us that tools like these usually undergo decades
of development before they can be treated as mature. Just to
provide a perspective, optical micromanipulation started in
1970s with the pioneering work of Ashkin,1 and the electrical
counterpart also started out in the same decade when Herbert
Pohl wrote his classic text.108 Even after close to 40 years of
development, both these techniques are undergoing rigorous
developments, with new findings and new insights being gained
steadily. In comparison, hybrid opto-electric tools have just
emerged and while they offer new opportunities, significant
challenges remain. In this section, we will briefly describe the
opportunities and challenges afforded by OET, REP, and OEW.5.1 Optoelectronic tweezers
It has been demonstrated that OETs can manipulate, concen-
trate, and sort a variety of non-biological and biological parti-
cles. The most pertinent challenge with OETs, as is true with all
of the opto-electric techniques mentioned herein, is to demon-
strate a practical application of this technology. Recently,
surface-enhanced Raman scattering (SERS) was incorporated
with OETs for protein detection (lower limit of 0.1 ng mL1)
demonstrating its ability to detect antigens.109 As similar appli-
cations are developed, OETs will be accepted as a viable alter-
native. However, these applications cannot be developed until
sample detection capabilities are integrated into such systems.
The fabrication of OET platforms are straightforward, relying
on illuminated photoconductive regions projected from one side
of the platform to produce non-uniform fields in an otherwise
uniform field region (refer Fig. 3). This arrangement restricts
subsequent detection capabilities through optical means,
accessing the region of interest through the top transparent ITO
substrate. If additional non-optical sensing elements like micro-
electrodes are introduced onto the platform these can interfere
with the otherwise uniform field, generating unwanted non-
uniform field electrokinetics. The demonstration of simultaneous
particle manipulation and detection is a current challenge in
OET.
The value in OET systems is its inherent ability to dynamically
create ‘virtual’ electrodes that are reconfigurable and can span
a large working area on the device.2146 | Lab Chip, 2011, 11, 2135–2148The same photoconductive platform can manipulate droplets
through OEW, and a combination of bulk fluid handling with
micro-bead sorting makes this technique valuable. Therefore it
can be envisioned that a photoconductive platform can be readily
programmed at the user’s discretion, enabling multiple uses for
a single device. This multipurpose capability has added value.
However, this technology is in direct competition with a variety
of single-use, single-purpose microfluidic chips that do not rely
on either optic or electrokinetic-based fluid handling. A
demonstration of a variety of practical applications being per-
formed on the same platform, though, is necessary to draw
additional attention to this technique.5.2 Rapid electrokinetic patterning
In its simplest rendition, REP utilizes a sandwiched microfluidic
setup, along with a source of optical landscapes. While the optics
hardware can be intricate, such an infrastructure already exists in
the form of a prevalent optical tweezers setup. An optical tweezer
setup operating at the correct wavelength can easily be the source
of optical landscapes involved in REP. Thus, replicating REP in
an existing optical tweezer laboratory is a relatively straightfor-
ward possibility. Moreover, since the requirements of REP on
the illuminating beam are not as stringent (example: one can use
low N.A. lenses with REP), a significant opportunity exists in the
development of low cost portable REP systems.
Applications of REP are at present in its nascent stage,
however opportunities exist both from an applied and funda-
mental electrokinetics perspective. Integration with an existing
micro-total-analytical system (mTAS) setup and use of REP for
sample pre-concentration processes can be one avenue of
exploration. REP with its collection of analytes from the bulk
can be used to enhance the performance of microfluidic sensors.
The use of electrothermal vortices in REP can also be utilized in
the form of enhanced mixing for assays, or even possibly give
a dynamic nature to existing electrothermal pumping
schemes.110,111 Moreover, REP need not be confined to simple
electrode geometries as we have seen earlier.72,92 As exploration
of REP in complex electrode geometries has been rather limited,
considerable opportunity exists in that direction also.
REP allows a unique decoupling of electrokinetic mechanisms
such as ACEO from ETH flows, flows from particle–particle
interactions. Hence from an electrokinetics perspective, REP
provides a unique opportunity to explore and characterize some
of these fundamental forces.5.3 Optoelectrowetting and floating electrode optoelectronic
tweezers
Microfluidics plays an intermediate role in bridging our macro-
scopic world and nanoscopic territory. Therefore, the funda-
mental requirements, such as interfacing, maneuverability, and
throughput, constantly pose challenges to the scientific commu-
nity. Digital microfluidics (i.e., droplet manipulation) as
a rapidly growing research field among the broad microfluidic
spectrum provides a unique alternative in liquid handling. The
potential programmability of digital microfluidics further
consolidates the idea of lab-in-a-drop.112–115 Although tremen-
dous research work has been achieved in this area, OEW stillThis journal is ª The Royal Society of Chemistry 2011
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View Onlinedraws much attention due to its excellent capability of dynamic
manipulation and massively parallel processing. The subsequent
derivatives, such as O-OEW, SCOEW, or FEOET, offer easy
integration with other technologies as well as more flexible
manipulation. The subtle combination of both electrowetting
and photoeletronic elements provides a niche in the emerging
lab-on-a-chip territory.
Inkjet printing, pharmacy, and point-of-care biochips are
several well-known mature markets that have been running for
years with different droplet processing techniques. Apparently
the development of OEW has fueled some special interests from
the existing markets. The concept of lab-on-a-chip can be further
carried out by this technique. In continuous microfluidics regime,
various microfluidic components, such as valves, pumps, reser-
voirs, channels, etc., must be fabricated and connected deliber-
ately to perform a general-purpose platform.116 In this case, the
liquid fluids are driven and controlled by numerous pneumatic
valves. The sequential procedures are coordinated by computer-
based programs. In digital microfluidics, however, the same task
can be easily achieved in the form of lab-in-a-drop. The ability to
integrate with other techniques and the programmability not
only differentiates OEW from other counterparts, but also make
it a promising tool in microfluidics.6. Discussion and future prospects
Hybrid opto-electric techniques are the result of an extraordinary
synergy of optical and electrical energy. These progeny of optical
and electrical systems inherit many of the good qualities of their
parents and thus allow dynamic, multi-scale and high-
throughput manipulation. While still at a developing stage these
hybrid techniques have opened new portals to fundamental
sciences at the diminutive length scales as well as have generated
a collection of new applications. These technologies have been
very well received by the scientific community;65,117 however in
order to stand the test of time, it is essential that new researchers
bring in fresh ideas into this field and enrich the progress that has
already been made. Time and again in science, new minds have
brought in unconventional applications to existing tools, and
while some hybrid techniques like OET are in this process,
techniques like REP and OEA could benefit enormously from
a new look.Acknowledgements
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